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 WARNING

• Read and understand all instructions before attempting to install 
any Victaulic piping  products.

• Depressurize and drain the piping system before attempting 
to install, remove, adjust, or maintain any Victaulic piping 
 products.

• Wear safety glasses, hardhat, and foot protection.

Failure to follow these instructions could result in death or serious 
 personal injury and property damage.

The following procedures are a guide for proper assembly of the 
Victaulic Style 922 Firelock Outlet-T. For additional information on the 
Style 922 product, refer to Victaulic publication 10.52 or 10.54, which 
can be downloaded at victaulic.com.

PIPE PREPARATION
1. The first step in the installation process is preparation of the 

pipe. Proper pipe preparation is essential for product sealing and 
performance.

2. Pipe shall be supported during the hole cutting process. Place a 
mark on the pipe at the specified hole location.

NOTICE
• Victaulic hole cutting tools are recommended for proper hole 

preparation.

3. Ensure that the correct hole saw is being used to cut the proper 
sized hole at the specified location on the pipe (refer to the 
“Helpful Information” table on this page).

4. The hole shall be drilled on the pipe centerline. Improperly cut 
holes may prevent complete insertion of the locating collar and 
may prevent the product from sealing on the pipe surface.

5. Remove any burrs and sharp edges from the hole. Leftover burrs 
or sharp edges could affect engagement of the locating collar, flow 
from the outlet, or sealing of the gasket.

6. Ensure that the pipe surface within 1/2 inch/13 mm of the hole 
is clean, smooth, and free from indentations and/or projections 
that could affect gasket sealing. The pipe around the entire 
circumference within the “A” dimension must be free of any dirt, 
scale, or projections that might prevent the housing and the gasket 
from seating fully on the pipe. Refer to the drawing below.

A

1/2 inch/13 mm

Exaggerated for clarity

STYLE 922 HELPFUL INFORMATION

Dimensions - inches/mm

Minimum Hole Maximum Hole Surface 
Diameter/ Diameter/ Preparation “A” 

Hole Saw Size Hole Saw Size Dimension
1 3/16 1 1/4 3All Outlet Sizes 30 32 76

Victaulic female threaded products are designed to accommodate only 
standard NPT or BSPT (optional) male pipe threads only. Use of male 
threaded products with special features, such as probes, dry  pendent 
sprinkler heads, etc., should be verified as suitable for use with this 
Victaulic product. Failure to verify suitability in advance may result in 
assembly problems or leakage, which could lead to property damage.

OUTLET-T INSTALLATION

1. INSTALL GASKET: Install the gasket into the gasket pocket, as 
shown below. Press the gasket along the full circumference to ensure 
that it seats fully in the gasket pocket. DO NOT LUBRICATE THE 
GASKET.

2. ASSEMBLE HOUSINGS: Insert a bolt into the outlet housing and 
lower housing. Thread a flange nut loosely onto the bolt (nut should be 
flush with end of bolt) to allow for the “swing-over” feature.

https://www.victaulic.com/
https://www.victaulic.com/assets/uploads/literature/10.52.pdf
https://www.victaulic.com/assets/uploads/literature/10.54.pdf
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3a. INSTALL HOUSINGS: Install the outlet housing onto the pipe by 
centering the locating collar in the hole. To check for proper alignment, 
slide the outlet housing back and forth while pushing down. A properly 
positioned outlet housing will be unable to rotate around the pipe.

3b. While holding the outlet housing in place, rotate the lower housing 
around the pipe. Ensure that the locating collar remains seated in the 
hole.

4. INSERT REMAINING BOLT/NUT: Insert the remaining bolt into the 
outlet housing and lower housing. Thread a flange nut finger-tight onto 
the bolt. NOTE: Ensure that the oval neck of each bolt seats properly in 
the bolt hole. The head of the bolt shall be flush with the surface of the 
bolt pad.

5. TIGHTEN NUTS: Before tightening, re-verify that the locating collar  
is seated properly in the hole. Tighten the flange nuts evenly by 
alternating sides to ensure proper gasket compression. For threaded 
outlets, tighten the flange nuts to a torque value of 20 ft-lbs/27.1-N•m 
maximum. For grooved outlets, tighten the flange nuts to a torque value 
of 35 ft-lbs/47.5-N•m maximum.

6. INSPECT THE ASSEMBLY: When the product is assembled 
correctly, the outlet housing, near the gasket, will not make metal-
to-metal contact with the pipe. If there are gaps between the outlet 
housing’s and lower housing’s bolt pads, they shall be equal on both 
sides of the assembly.

 WARNING

• DO NOT over-tighten the nuts. Over-tightening the nuts can 
over-compress the gasket and distort the outlet housing and 
lower housing. Over-tightening does not enhance product 
performance.

Failure to torque nuts properly could cause product failure, 
resulting in serious personal injury and/or property damage.

https://www.victaulic.com/



